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History
Founded in August 2008 in the heart of England, Rapid Access Ltd smoothly run and
operate three facilities designing & manufacturing access panels for Walls and Ceilings

for hundreds of clients.

Leaders and innovators in the manufacturing sector offering extensive knowledge,

technical support and creative ideas on our whole range of access panels.

Rapid Access offer the quickest lead times on the market when it comes to ordering any

size or specification ranging from non fire to fire rated, acoustic, airtight and different

lock specifications to suit each individual project.
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? What is an Access Panel

An Access Panel is a frame and door that can be easily accessed to provide services to buildings.
These services include Meters, Isolation Switches, Air Condition Units Stop Taps etc.

These services are typically found in walls or ceilings.

Types of Access Panels
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Plastic Panel Riser Door Loft Hatch Double Door

Where you would find Access Panels

Hotels Public Buildings Offices

=

Tel: 024 7632 8811 | Email: sales@rapidaccessltd.com | V www.rapidaccessltd.com ACCESSMADE EASY | 02




P

Awarded Projects

Battersea Power Station Preston Barracks

Battersea Power Station is at the heart of one of central London's The development will deliver 369 new homes, including

largest, most visionary and eagerly anticipated new developments, affordable housing, and 534 student bedrooms in managed halls
which will see this vast 42-acre (over 8 million sq ft) former industrial of residence, meeting a widely recognised shortfall in the city.
brownfield site become home to a community of homes, shops, These accornmodations will be uniquely positioned against a
bars, restaurants, cafes, offices and over 19 acres of public space. new home for the University's Business School.

s, RIETT
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Minories Hotel Circus Street
The Minories Development consists of the conversion of Number At Circus Street in Brighton, we're turning a derelict municipal
16 Minories from its current use as an office space into a new market into an innovation quarter. In the process, we're creating a

Canopy by Hilton Hotel, Creating 342 rooms including a rOOftOp sustainable, productive, healthy model of Clty life, with great

public spaces, a lively, creative atmosphere and a real sense of
restaurant.

community.

Scotway House Heyford Park

Scotway House is a stunning, modern and tech-savvy student Set within 1,231 acres of Oxfordshire countryside, Dorchester Living is

not only building over 700 new homes, but is also committed to offering
accommodation based in Glasgow's West End. Close to the : 2 :
much more than just houses. As community builders, our approach
University of Glasgow, the spacious site has its own study and social focuses on providing a wide range of facilities and amenities, creating
building with a gym, roof terrace, cinema and private study areas. the foundations for Heyford Park's reputation as a desirable and
forward-thinking destination.
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Awarded Projects

Persley Den Taberner House

The proposed development is suitable for up to 400 dwellings with a This stunning new development will consist of 514 new homes, of
which 179 will be affordable, within four buildings ranging from 13-35
storeys. At ground floor level they will provide 13,000 sq foot of retail
and office space while the site will also benefit from a new play area,
dwellings are found in the central area with further pocket of 14 pavilion café and high-quality public space as The Queen'’s Gardens is

general mix of 1/3 flatted properties and 2/3 houses. Around 130

properties are sited in the Persley Brae area, the majority of the

R S s e e enhanced with new landscaping. A new east-west route through the
gardens will encourage pedestrian travel around the town centre,

Walkabout Redevelopment Shepherds Bush Crown House - Mixed Development

The mixed nature of new build elements alongside facade Set within 1,231 acres of Oxfordshire countryside, Dorchester Living is
S - : i . not only building over 700 new homes, but is also committed to offering
retention in close proximity to listed buildings, not only provides ) ) )
much more than just houses. As community builders, our approach
logistical challenges, but also requires great consideration for the Hi i S o i
focuses on providing a wide range of facilities and amenities, creating
historical fabric of the buildings and the surroundings that we are the foundations for Heyford Park’s reputation as a desirable and

providing a new lease of life to. forward-thinking destination.

Park Wall Falmer - Cottages

Falmer Cottages is a new-build responding to the increasing demand for
student accommodation in the area. The new student residential development is
located on the northeastern side of Brighton. The site for the build, known as
Falmer Cottages, is located within close proximity to two universities, the
community stadium, the A27 Highway, rail line, and South Downs National Park.
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@© Services & Departments

We pride ourselves on our well integrated team of experts, offering world class customer service.
This, combined with our well detailed product brochures, and large guote support mean we do all that we

can to offer the best service we can.

Sales Team Large Quote Support
Our superb Sales Team are always on hand to assist you We can offer a large quote support with each quote
with any enquiries or queries you may have regarding over £5,000.

your Access Panel requirements.

This will include a pack containing:
Our aim is to quote within the hour, and process your * Summary of quote
order providing we can assist you with your enguiry. * Datasheets

» Test Certification

If we cannot we will refer you to the * Fitting Instructions

Technical Support team. « History of the quote | oo &
» Benefits and Features Support punels Guoted

et I L| = = g
Technical Support Team Brochures
The Technical Support Team are vastly experienced in all We can also provide you with a detailed brochure
manner of detail regarding our Access Panel ranges. displaying our most popular and requested products.
The team are well versed in dealing with BOQs and Door This brochure contains:
Schedules. = Pricing Pages

» Lock Guide

They can assist with any specialist requirements that you * Benefits and Features
may need. * Fitting Instructions

* Links to Datasheets &

‘ ‘ Test Certification

aess P2 rior i race FUPFI
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Interactive Panel Overview
Click the links to view PDFs of the appropriate tests \

Type (Range) Size (Wall) Size (Ceiling) Size (Wall) Size (Ceiling) Fire Rated Airtight Rated Acoustic Rated Smoke Tested
Minc Mirc Minc Mirc
'F:UPHJ( boaded 150 x 150 150 x 150 150 x 150 soxiso  (ETID
icture aded Frame x x *®
Max Max Max: M,
FlipFix Metal 1200% 600  1200x600  600X600 600 x 600 [ 120 »)
| | FLPFIX an: Min: Minc Mirc
i i 150 x 150 150 x 150 150 x 150 150 x 150 m 5 . g
i
: e.a " rame Max: Max: Max: Max:
_______ FlipFix Plasterboard 600 x 600 600 x 600 600 x 600 600 x 600
FLIPFIX 200%200 200 % 200
Beaded Frame G i X x * x x x
FlipFix Tile Door 600 x600 600 x 600
FLIPFIX Mic Mire
200dia 200dia
Picture Frame X x ' m x x x
FlipFix Circular 600dia 600dia
rQDlDF“'. Min; Mirc
300 x 300 300 x 300
RS51 Metal Riser Door 2000 x No Max 2400 x 1800
fQDlGHt Min: Minc
300 x 300 300 x 300
R53 Plasterboard Riser Door 2400 x 1800 2000 x 1800 iT1200p ]
rapioAt M Mine
300 x 300 300 x 300 090 »
R57 Metal Riser Door 2000 x No Max 1900 x 650 m
Minc Mirc Minc Mirc
Picture / Beaded Frame 100 x 100 100 x 100 100 x 100 100 x 100
RO1 Siim Fit Access Panel - i w B €D
1200 x1000 1200 x1000  1200x 600 1200 x 600
Picture / Beaded Frame 150 x 150 150 x 150 150 x 150 150 x 150 [ 120 » ]
RO2 Bespoke Access Panels Max: Man: Max: Ma: m srds) m
3000 x 1800 3000 x 1800 2600 x 2000 2600 x 2000 S
Min; Minc
Beaded Frame 150 x 150 N 150 x 150 . m . . .
RO8 Tile Door pa: Max m
2400 x No Max 1800 x 600
Mir: Mir:
Picture / Beaded Frame 300 x 450 300 x 450
X x x x x
R12 Loft Hatch Max: Man: m
1000 x 1200 575 x 740
Min: Min:
Textured Picture Frame 152 x 102 152 x 102 < < < « . <
R15 Plastic Access Panel Max: Max:
457 x 457 355 x 355
Minc Minc
Picture / Beaded Frame 300 x 200 300 x 200
X X x x x
R16 Meter Overbox m

Max
1070 = 650

rapidaccessltd.com

Max
1070 = 650

www.rapidaccessltd.com
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% We have a new Website!

View our full Access Panel Range
Browse a list of our most popular Access Panels, from FlipFix to RapidFit. Here

you can view Datasheets, Fitting Videos, and Technical Specifications, as well as

make enquiries straight from the page.

=
Acoess Panel Bange  Access Parl Buliser  Propacts  Abowd Us . BiMObjcts  NewsASecalMeda  Conucils  AccemBuddy O =

FlipFix

2] © o FlipFix Flush Lock
0 e g s g o - Non Fire Rated .

FlipFix Flush Leck - Non Fire FlipFix Flush Lok - 1 Houwr Fire FlipFix Flush Lock - 2 Hours Fire
Rated Rated Rated

20

LT ey

View our Access Panel Range and many more at: www.rapidaccessitd.com

We’re on NBS % NBS Source
" PARTNER

What is NBS?

For architects, engineers, designers and contractors

Rapid Access Ltd w ,
we provide a cloud-based specification system that
enables them to work smarter and reduce their risk.

For building product manufacturers, we help grow

S their business by exposing their products across the

o —— construction project timeline.

wasioan sires and spechications.

and cebengs. we affer

Check out our page on the NBS website: www.thenbs.com
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£ COSHH, Health & Safety

Control Of Substances Hazardous To Health Regulations 1988
To comply with the above regulations we list below the information required to help you carry out your statutory risk
assessments as required by the Health and Safety at Work Act, 1974,

Manufacturer
Rapid Access Ltd - Lauren House, Aston Road, Nuneaton, Warwickshire, CV11 5EL
Tel: 024 7632 8811 | Email: Sales@rapidaccessltdcom | Web: www.rapidaccessltd.com

Product Constituents

Rapid Access Panels are manufactured from 0.9mm, 1.2mm & 1.5mm thick Zintec steel which is polyester powder coated
(PPC). Various types of metal hinge systems are used to allow the access doors to open. A metal or plastic lock system is
used to secure the panel in a closed position.

Other materials used in the manufacture of some of Rapid Access Ltd Access Panels are:-
Siniat; British Gypsum; and Knauf Gyproc Plasterboard products.

GTEC dB Board

GTEC Fire Board
GTEC Megadeco
GTEC Moisture Board
GTEC Universal Board
GTEC Standard Board

These products are not classified as hazardous under the EUCLP Regulation (European Regulation EC/1272/2008 on the

classification, labelling and packaging of substances and mixtures)

Glasroc F Multiboard

These products are not classified as dangerous according to CHIP.

Rockwool RW3 Semi Rigid Slabs
Rockwool Duct Slab Semi Rigid Slabs
There is no hazard statement associated with this material. ROCKWOOL® mineral wool is not classified as dangerous

according to Regulation (EC) No 1272/2008 on classification, labelling and packaging of substances and mixtures (CLP).

Occupation Exposure Limits
In the finished product there are no significant problems whilst normal handling and fixing is taking place, apart from avoid

eating, drinking or smoking without first washing hands.

Recommended precautions for handling and storage

Handling - Our products require an appropriate level of protection on site; we recommmend the packaging should not be
removed until immediately before they are ready to be installed. Some of our products can be heavy and difficult to
manoeuvre, so please take extra care to avoid damage to the product and prevent injury to site personnel, always work in

accordance with sites manual handling policy.

Tel: 024 7632 8811 | Email: sales@rapidaccessltd.com | V - www.rapidaccessltd.com ' ACCESSMADE EASY | 08




£ COSHH, Health & Safety

A suitable face mask and goggles are advised when installation takes place as some of the by-products are classed as
“nuisance dusts”. If eye contact occurs, rinse with plenty of clean water, lifting lower and upper eyelids occasionally. Seek
medical advice if irritation occurs.

Storage - The correct storage conditions of our products are essential to ensure the product performs and appears as
specified. Our products should be stored close to the final installation area or in a location with limited access and traffic.

Storage and protection of the products on site is the responsibility of the contractor.

Product should never be stacked straight on the floor. Product should never be stacked more than 10 high when stacked
horizontal. When restacking door leaves, please ensure any projecting ironmongery is clear of the adjacent door face. Do not
store other products on top of the stored products.No health problems are expected from storing the product, nor after

installation

Recommended procedures in events of emergency
There are no special risks associated with fire fighting agents. The products are non-combustable and inhibit the spread of

flame.

Transport Information
Not classified as hazardous for transport

Cleaning and Maintenance
Cleaning - General - If cleaning to our product is required, we recommend that a diluted solution of standard non-abrasive
detergent is used. This can be done easily by using a soft cloth containing soapy water. It is important that all moisture is

allowed to dry off prior to shutting the access panel door.

Site applied paint - Cleaning is dependent upon the final decorative finish and should be carried out in accordance with the
surface manufacturer's recommmendations.

Maintenance - WD40 or equivalent lubricant should be applied to the locks and hinges on a yearly routine. A general clean

on a yearly routine is also recommended.

Wear & Damage - All components would not wear under normal everyday use. Damaged components should be replaced by
the manufacturer.

Disposal of Access Panel

Any Access panel that requires to be disposed of should be treated as recyclable steel waste. Always follow guidance from
an authorized waste contractor. When dismantling an Access panel to separate plasterboard and any other non-ferrous
components always adhere to the "Recommended precautions for handling and storage” section of this document.

As of the date of preparation of this document the foregoing information is believed to be accurate and is provided in good

faith. However, no warranty or representation with respect to such information is intended or given.

Tel: 024 7632 8811 | Email: sales@rapidaccessltd.com | V - www.rapidaccessltd.com ' ACCESSMADE EASY | 09




=), | Warranty, Maintenance &

— Fire Certification

Warranty

Please find below the terms and conditions under which your access panel is covered under our manufacturer's warranty.

Please note that this warranty only covers products manufactured by Rapid Access Ltd and does not cover products made under license
by other manufacturers.

10 year all inclusive warranty covers everything on the access panel unless failure occurs from misuse.

Rapid Access Ltd reserves the right to visit the premises where the panel is in situ to carry out a full inspection.

Manufacturing tolerances and specifications:

Where the goods have been supplied to the Buyer's specifications, the Company will not accept liability for any failure or defect of such
goods and the buyer shall indemnify the Company against all actions, claims, costs and proceedings, including claims that specification or
goods infringe the intellectual property rights of another. The Company gives no warranty as to the fitness for any particular purpose of

goods so supplied to the Buyer's own specification supplied by the Buyer.

Third Party: Rapid Access Ltd will not accept responsibility for any 3rd party losses howsoever caused. The Company's liability will be
limited to replacing any faulty products in a reasonable time, unless agreed in writing prior to the goods being delivered.

The above terms are valid if the access panel is used correctly and is not modified in any way. If any of these aspects occur then all terms

of warranty are void

Maintenance

Please find as follows suggested maintenance and cleaning sheet for products supplied.

Wear or damage - All components would not wear under normal everyday use. Damaged components would have to be replaced by
the manufacturer.

Maintenance - WD40 lubricant applied to products on a yearly routine inspection and the locking mechanism.

Cleaning - For painted surfaces, use a proprietary non abrasive detergent, allow to dry and buff with a soft lint free cloth. Always try to
keep clean generally.

Replacement - All products will be required to be returned to the manufacturer should they be in need of repair or modification.

Fire Certification

Product Constituents - To meet UK fire standards our FlipFix Panels have been tested by Warrington Fire and hold a 120-minute fire
rating certificate.

Our Test - An Access Panel or Hatch is required to provide a fire separating function and our FlipFix Access Panels were tested using
the principles of BS EN 1634-1 ‘Fire Resistance tests for doors and shutter assemblies - Part 1: Fire doors and shutters’.

This test should be read in conjunction with that Standard and with BS EN 1363-1, 'Fire resistance tests - Part 1: General Requirements’
and BS EN 1363-2 'Fire resistance tests - Part 2: Alternative and additional procedures’.

The specimens were judged on their ability to comply with the performance criteria for integrity and where appropriate insulation, using
the principles of BS EN 1634-1 The scope of the standard covers

doors, shutters and openable windows designed for installation within vertical separating elements, however it would seem reascnable
to apply the same principles to horizontally installed specimens

and therefore this test is reported as using the principals of BS EN 1634-1.
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Contact Details

Rapid Access Ltd
Lauren House, Aston Road
Nuneaton, CV11 5EG

T: 024 7632 8811
E: sales@rapidaccessltd.com

W: rapidaccessltd.com



